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ACM
ACM4520 [1808 inch]*

ACM7060 [2824 inch]

ACM9070 [3628 inch]

ACM1211 [4844 inch]

ACM1513 [6052 inch]

* JIS[EIA]
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ACM4520

ACM7060 9070 1211 1513

ACM4520

DVC DVD cam DSC

ACM7060 9070 1211 1513

��

ACM

ACM 4520 - 901 - 2P - T -

L×W×H
(mm) (�) at 100MHz

4520 4.7×4.5×2.0 901 900 2P 2 T ø180mm
7060 7.0×6.0×3.5 142 1400 TL ø330mm
9070 9.0×7.0×4.5
1211 12.0×11.0*6.0
1513 15.0×13.0×6.0

 �

°C °C mm / g

ACM4520 –40 to +85 –40 to +85
ø180    800

0.15
ø330 2,500

ACM7060 –40 to +85 –40 to +85 ø330 1,500 0.35
ACM9070 –40 to +85 –40 to +85 ø330    800 0.82
ACM1211 –40 to +85 –40 to +85 ø330    500 2.2
ACM1513 –40 to +85 –40 to +85 ø330    500 3.15

RoHS

RoHS RoHS  http://product.tdk.com/zh/environment/rohs/

Cl 900ppm Br 900ppm  Cl Br 1500ppm
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ACM

Preheating Soldering Peak
Temp. Time Temp. Time Temp. Time
T1 T2 t1 T3 t2 T4 t3
150°C 180°C 60 to 120s 230°C 10 to 30s 245°C 5s

Natural
cooling

t3
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ACM
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ACM ACM4520

�� T: ø180mm TL: ø330mm 

(� ) [at 100MHz] (� )max.
[1 line]

(A)max.
(V)max. (M� )min.

�

min. typ. 60°C 85°C
180 230 0.05 3.0 2.6 50 10 ACM4520-231-2P- -
300 420 0.055 2.8 2.4 50 10 ACM4520-421-2P- -
650 900 0.06 2.3 2.0 50 10 ACM4520-901-2P- -

1000 1400 0.08 1.7 1.5 50 10 ACM4520-142-2P- -

4991A Agilent Technologies
4338A Agilent Technologies
4339A Agilent Technologies

4991A Agilent Technologies
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901 Common mode

231 Common mode

421 Common mode

142 Common mode

231  Differential mode

901 Differential mode

421 Differential mode

142 Differential mode
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ACM
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ACM ACM7060

(� ) [100MHz] (m� )max.
[1 line]

(A)max. (M� )min. (V)max.
min. typ.
225 300 10 5 10 80 ACM7060-301-2PL-TL01
500 700 15 4 10 80 ACM7060-701-2PL-TL01

4991A Agilent Technologies
4338A Agilent Technologies
4339A Agilent Technologies

4991A Agilent Technologies
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301 Common mode

701 Common mode

301 Differential mode

701 Differential mode
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ACM
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ACM ACM9070

(� ) [100MHz] (m� )max.
[1 line]

(A)max. (M� )min. (V)max.
min. typ.
500 700 10 5 10 80 ACM9070-701-2PL-TL01

4991A Agilent Technologies
4338A Agilent Technologies
4339A Agilent Technologies

4991A Agilent Technologies
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701 Common mode
701 Differential mode
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ACM ACM1211

(� ) [100MHz] (m� )max.
[1 line]

(A)max. (M� )min. (V)max.
min. typ.
500 700 6 8 10 80 ACM1211-701-2PL-TL01
750 1000 14 6 10 80 ACM1211-102-2PL-TL01

4991A Agilent Technologies
4338A Agilent Technologies
4339A Agilent Technologies

4991A Agilent Technologies
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ACM
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ACM ACM1513

(� ) [100MHz] (m� )max.
[1 line]

(A)max. (M� )min. (V)max.
min. typ.
450 550 4 10 10 50 ACM1513-551-2PL-TLHF

4991A Agilent Technologies
4338A Agilent Technologies
4339A Agilent Technologies

4991A Agilent Technologies
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ACM

A W1 W2 N E

ACM4520
ø330±2 13.5±0.5 17.5±1 100±1 2 typ.
ø180±3 13±0.3 17±1.4 60+1/–0 2 typ.

ACM7060 ø330±2 16.4+2/–0 20.4 typ. 100±1 2 typ.
ACM9070 ø330±2 16.4+2/–0 20.4 typ. 100±1 2 typ.
ACM1211 ø330±2 24.4+2/–0 28.4 typ. 100±1 2 typ.
ACM1513 ø330±2 24.4+2/–0 28.4 typ. 100±1 2 typ.

Dimensions in mm

A B øD0 E F P0 P1 P2 W K t
ACM4520 4.75±0.1 5.05±0.1 1.55+0.1/0 1.75±0.1 5.5±0.05 4.0±0.1 8.0±0.1 2.0±0.05 12.0±0.2 2.05±0.05 0.3±0.1
ACM7060 6.6±0.1 7.6±0.1 1.5+0.1/0 1.75±0.1 7.5±0.1 4.0±0.1 8.0±0.1 2.0±0.1 16.0±0.3 3.6±0.1 0.4±0.05
ACM9070 7.6±0.1 9.6±0.1 1.5+0.1/0 1.75±0.1 7.5±0.1 4.0±0.1 12.0±0.1 2.0±0.1 16.0±0.3 4.6±0.1 0.4±0.05
ACM1211 11.5±0.1 12.5±0.1 1.5+0.1/0 1.75±0.1 11.5±0.1 4.0±0.1 16.0±0.1 2.0±0.1 24.0±0.3 6.4±0.1 0.5±0.05
ACM1513 13.4±0.1 15.5±0.1 1.5+0.1/0 1.75±0.1 11.5±0.1 4.0±0.1 16.0±0.1 2.0±0.1 24.0+0.3/–0.1 7.3±0.1 0.4±0.05

ø13.0±0.2

ø21.0±0.8

N

E2.0±0.5

A

Dimensions in mm

1.0

W2

W1

B

F
E

W

P0P2

P1A

øD0 t

K

160min. Taping 440min.

Drawing direction

500 to 560min.

Dimensions in mm
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